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Conclusion: The defined criteria show high predictive 
capability and robustness to detect MU and w-errors on the 
PTV. On the other hand g-errors are not easy to detect 
mainly because of the central position of the prostate. 
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Purpose or Objective: Due to the excellent spatial 
resolution, Gafchromic® EBT film (Ashland Inc., Wayne, NJ) 
are potentially attractive as a 2D dosimeter for dose 
verification in proton therapy. Multichannel dosimetry (MCD) 
was recently proposed for film calibration, showing improved 
accuracy if compared to single channel dosimetry (SCD), 
since it allows for the separation of the dose-dependent part 
of the film image from non dose-dependent contributions. 
The aim of this study was to test MCD vs SCD for patient plans 
QA in proton therapy. 
 
Material and Methods: We performed irradiations with 
different levels of complexity in both homogeneous and 
anthropomorphic (heterogeneous) phantom. Homogenenous 
phantom: measurements with EBT3 film and MatriXX (Iba 
Dosimetry, Schwarzenbruck, Germany) were carried-out in 
solid water slabs delivering 1) a homogeneous ‘box-like’ dose 
distribution (range 12cm, modulation 6cm, width 5x6cm², 
measured at 9cm depth) and 2) a clinical field measured at 
6cm depth. Anthropomorphic phantom (Proton Therapy 
Dosimetry Head - CIRS 731-HN): films were placed on sagittal 
planes and phantom was irradiated with 1) a homogeneous 
box-like field, 2) a single clinical field and 3) a three beam 
clinical plan (two lateral no-coplanar and one anterior 
oblique). Each film was scanned together with two reference 
films, one non-irradiated and one exposed to a dose around 
80% of the maximum expected dose. The reference films 
provide data for correcting the dose-response function for 
the conditions applying to the particular scan, thus reducing 
the inter-scan variability; this option can be selected in the 
FilmQA™ Pro software used for the analysis. Films were 
scanned with an Epson Expression 10000XL. Measured data 
were compared with those extracted by the TPS (XiO, 
Elekta). 
 
Results: Table 1 shows the results of the gamma analysis for 
both SCD and MCD. An average reduction of about 16% and 
10% was observed for the 2%/2mm and 3%/3mm gamma 
parameters, respectively, when moving from MCD to SCD. 
The standard deviations reported in the table indicate a 
larger variability among the results for SCD compared to 
MCD, thus suggesting that MCD is also effective in reducing 
inter-film variability. Comparing the fields delivered in 
homogeneous vs anthropomorphic phantom, an average 
deterioration by 3% (MCD) is observed in gamma passing rates 
in presence of heterogeneities. 
 
 
 
In figure 1, a comparison between the two methods in terms 
of gamma maps, isodose distributions and profiles is shown. 
 
 
 
Conclusion: In general, the MC optimization strongly 
improves the gamma passing rates when comparing measured 
and calculated dose maps. The proposed method appears to 
be suitable also for patient dose verification in proton 
therapy. 
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Purpose or Objective: Recent technological developments in 
robotic radiotherapy systems have enabled delivery of a large 
number of non-isocentric, non-coplanar beams using the 
InCise™ multi leaf collimator (MLC) system. However, the 
effect of gravity may result in leaf positional errors. We 
investigate the leaf position accuracy of Cyberknife M6 and 
evaluate the effects of leaf position accuracy on the dose 
distribution. 
 
Material and Methods: The leaf position accuracy of 
Cyberknife M6 was tested at the home position and at eleven 
positions that may affect the MLC position accuracy through 
the gravity effect. The position accuracy was analyzed by the 
Bayouth test with an EBT2 film. Further, the dose distribution 
for a prostate cancer patient treatment plan when using the 
MLC was evaluated. Film dosimetry is performed for 
evaluating the dose distribution. Parameters from the patient 
